
No.
Specification

QTY
Description

1 Coaxial Cable 1 Belden Mini RG59

2

F (M) Plug

2 KM-010801

3 Adhesive Heat Shrink Tube 2 Black

SCALE 1:1 UNIT MM

8

7
6

B

C

D

4
3

A

B

C

D

E

8

7

6 5
4 3 2

E

1

A

KEVIN

KM-022101-0204

REV

TITLECHECKED

APPROVED

DRAWN

DRAWN DATE 

Feb. 20, 2016

*

MAJOR DIMENSION

DRAWING NO.

NOTED TOLERANCES

UNLESS OTHERWISE

TERRY

JOHN

KeMy Electronic Technology Inc.

A

Mini RG59, both end with F (M)  Plug,

L=203.2mm(8 inches)

25

All rights reseverd. www.dgkemy.com

203.2±6

25

Impedance 75 OHM Operating Temperature Range -30°C to +75°C

Max. Operating Voltage 300V RMS Max. Recommend Pulling Tension 177.928 N

Nom. Attenuation @ 1 GHz 34.779dB/100m Min. Bend Radius / Minor Axis 38.1 mm

Nom. Attenuation @ 3 GHz 60.699dB/100m UL Flame Test UL1666 Vertical Shaft

Nom. Attenuation @ 4.5 GHz 74.807dB/100m CSA Flame Test FT4

THIRD ANGLE PROJECTION
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RoHS
Compliant


