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Meets CECC 22190, IEC61169-4, DIN 47223. Precision Machining and High Quality Grade Material

TECHNICAL CHARACTERISTICS

Impedance 50Q Frequency Range DC-3 GHz
Working Voltage 2700V r.m.s Withstanding Voltage 4000V r.m.s
Center Contact Resistance <0.4mQ Outer Contact Resistance <1.5mQ
Insulation Resistance 210000MQ VSWR <1.20
Durability =500 cycles Temperature Range -55°C to 155°C
7 | Nut 1 |[Brass Nickel
6 |Clamp 1 |Brass Nickel
5 | Washer 2 |Brass Nickel
il * MAJOR DIMENSION APPROVED R
4 |Gasket 2| Silicone UNLESS OTHERWISE TERRY m KeMy Electronic TeChn0|Ogy Inc.
3 |Contact 1 |Brass Silver R O H S NOTED TOLERANCES [Geckeo  |vmie
2 | Insulator 1 |PTFE . JOHN L29, 7/16 DIN (M) Plug, Clamp, for
- . Compliant o LMR900
1 oay 1 |Brass White Bronze HENRY [oramme no. —
No. | Description |QTY Material Finish -@—E THIRD ANGLE PROJECTION SCALE| 11 | UNIT | mm | DRAWN DATE KM-012201-900 0
8 | 7 6 5 | 4 | 3 | All rights reserved. www.dgkemy.com




