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Meets IEC60169-12, GB/T 15888. Precision Machining and High Quality Grade Material 5 9:“ 4.6 1
TECHNICAL CHARACTERISTICS "
Impedance 50Q Frequency Range DC~300MHz
Working Voltage 750V r.m.s Withstanding Voltage 2000V r.m.s
Center Contact Resistance <5mQ Outer Contact Resistance <5mQ
Insulation Resistance =5000MQ Ferrule Hex Crimp Size 429 (10.9mm)
Durability 2500 cycle Temperature Range -55°C to 155°C
CABLE TRIMMING DIMENSIONS
1 * MAJOR DIMENSION APPROVED .
4_|Ferrule 1 |Brass Nickel nEssommerwise 1 JOHN | KM KeMy Electronic Technology Inc.
3 | Contact 1 |Brass Gold R O H S NOTED TOLERANCES [crecren —
> | Insulator > |pTEE i TERRY |UHF (M) Plug, PL-259, for RG214,
_ Compliant v |RG393, RGY
1 |Body 1 |Brass Nickel TINA
DRAWING NO. REV
Description |QTY Material Finish -@—E THIRD ANGLE PROJECTION | SCALE | 11 | UNIT | mm | R N 010 KM-011302-214 0
8 | 7 6 5 | 4 | 3 | All rights reserved. www.dgkemy.com




